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NMPUBPEOHO APYLWITBO 3A F'EOJTIOWKA UCTPAXKUBAHSA
N NMPOJEKTOBAHSE

. EOPAL" o.0.0. - APMHO

Llapa INasapa 66; 12208 [IpmHo

Ha ocHoBy unaHa 66 MpasunHuka o ypefuBaty Habasku y N[ Feopag goo, JpmHo, Hapyuunaua
y Besu Habaske 6p. H 085/2019 3za ,POIM OPMAHW U 3BUPHM PA3BOOHU OPMAHW* Ha
3axTeB 3aMHTEpecoBaHor Nnuua, aaje

AOOATHE MH®OPMALMJE UITN MOJALLHSEHSA Y BE3U CA NMPUNPEMAHSEM NOHYAOE
op. 2

HaHa 09.08.2019. -Te rog. npumreeHa Cy nuTakba 3anHTepecoBaHor nuua 3a Habasky 6p.
085/2019. roa. Te Hapyuunaty, Aaje cnepehe nHopmaLmje, ogHOCHO nojalrsema:

Mutame 6p. 1:

Tauka 3.1. — [la nu moxete fa Haeepete Kojy mpekuaHy moh Tpeba pa nocenyje saxteBaHm
npekuaay NSX 250A, ogHocHO fa HaBefeTe BULLe KapaktepucTtuka?

Ha nv moxeTe fa HaBeAeTe BULLE TEXHUYKMX NOAATAKa 33 BepTuKanHy ocurypayky neTey unm ga
HaBeAeTe TayHo 3a KOju TUN ocurypava cy npeasuheHe.

Ha cnepehem nuHky moxete BuaeTu naneTty ocurypaykux neTsu.
http://www.rasina.rs/www/proizvodi. php?lang=1&idcat=7

Oaroeop 6p. 1:

Tauka 3.1. kapakTepucTuke npekuagaya ua katanora y npunory
Ocurypauka neTtsa 3a ocurypade NV1 u kabnose npeceka go 120mm2

C nowToBamem,

O )\

'\:‘OU\ Y
Komucuja 3a H 085/2019

Banka Cpncka ag Beorpag, T-pH: 295-1250108-02 MB:17577719
BaHka Komepuwjanda ag Beorpag, T-pH: 205-143000-22 MAB:103406127
6aHka MowTaHcka wWreauoHuua an Beorpag, T-pH: 200-2827430102027-93 Wwudbpa genatHocTu: 4313

"

BaHka WuTeca ag Beorpag T-pH: 160-161868-54
¥1.1.10
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Product data sheet LV431620

Characteristics circuit breaker Compact NSX250F - TMD - 250 A
- 3 poles 2d

W

Main

Range Compact

Product name Compact NSX
Product or component type Circuit breaker
Device short name Compact NSX250F
Device application Distribution

Poles description 3P

Protected poles description 2t

Network type AC

Network frequency 50/60 Hz

[In] rated current 250 A(40°C)

[Ui] rated insulation voltage 800 V AC 50/60 Hz
[Uimp] rated impulse withstand voltage 8 kV

[Ue] rated operational voltage 690 V AC 50/60 Hz
Breaking capacity code F (36 kA) AC
Breaking capacity 8 kA Icu at 660/690 V AC 50/60 Hz conforming to IEC 60947-2

22 kA lcu at 525 V AC 50/60 Hz conforming to IEC 60947-2

35 kA lcu at 440 V AC 50/60 Hz conforming to IEC 60947-2

38 kA lcu at 380/415 V AC 50/60 Hz conforming to IEC 60947-2
85 kA lcu at 220/240 V AC 50/60 Hz conforming to IEC 60947-2
30 kA lcu at 500 V AC 50/60 Hz conforming to IEC 60947-2

15 kA at 600 V AC 50/60 Hz conforming to UL 508

35 kA at 480 V AC 50/60 Hz conforming to UL 508

85 kA at 240 V AC 50/60 Hz conforming to UL 508

[les] rated service breaking capacity lcs 22 kA 525 V AC 50/60 Hz conforming to IEC 60947-2
Ics 30 kA 500 V AC 50/60 Hz conforming to IEC 60947-2
lcs 35 kA 440 V AC 50/60 Hz conforming to IEC 60947-2
lcs 36 kA 380/415 V AC 50/60 Hz conforming to IEC 60947-2
Ics 8 kA 660/690 V AC 50/60 Hz conforming to IEC 60947-2
Ics 85 kA 220/240 V AC 50/60 Hz conforming to |IEC 60947-2

Disclaimer: This documentation is not intended as a substitute for and is nol to be used for determining suitability or reliability of these products for specific user applications

Suitability for isolation Yes conforming to EN 60947-2
Yes conforming to IEC 60947-2
Utilisation category Category A
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Trip unit name TM-D
Trip unit technology Thermal-magnetic
Trip unit protection functions LI

Trip unit rating

250 A (40 °C)

Protection type

Overload protection (thermal) L
Short-circuit protection (magnetic) |

Pollution degree

3 conforming to IEC 60664-1

Complementary

Control type Toggle
Mounting mode Fixed
Mounting support Backplate
Upside connection Front
Downside connection Front
Augxiliary contact composition Without

Mechanical durability

20000 cycles

Electrical durability

10000 cycles 440 V In conforming to IEC 60947-2
10000 cycles 690 V In/2 conforming to IEC 60947-2
20000 cycles 440 V In/2 conforming to IEC 60947-2
5000 cycles 690 V In conforming to IEC 60947-2

Connection pitch

35 mm

Local signalling

Positive contact indication

Long time pick-up adjustment type Ir Adjustable
Long time pick-up adjustment range 0.7..1xIn
Long time delay adjustment type Fixed
[Tr] long-time delay adjustment range 15s6xIr
120..400s1.5xIn
Short-time pick-up adjustment type Isd Adjustable
[Isd] short-time pick-up adjustment 5.10xIn
range
Short-time delay adjustment type Fixed
Height 161 mm
Width 105 mm
Depth 86 mm
Product weight 2.4 kg
Environment
Overvollage category Class I
Electrical shock protection class Class Il
Standards UL 508
EN/IEC 60947
Product certifications Marine
CCcC
EAC

IP degree of protection

IP40 conforming to IEC 60529

IK degree of protection

IKO7 confarming to IEC 62262

Ambient air temperature for operation

-35..70°C

Ambient air temperature for storage

-55...85 °C

Offer Sustainability

Sustainable offer status

Green Premium product

RoHS (date code: YYWW)

Compliant -since 0819 - Schneider Electric declaration of conformity
& E ic declaration of farmily

N0l Coni

REAChHh Reference not containing SVHC above the threshold
Reference not conlaining SVHC above the threshold
2 w150 | Scpelder



Product environmental profile Available

Product end of life instructions Available

Contractual warranty

Warranty period 18 months
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